Application Data Sheet 

Application Information 

Application Type:: 
Subject Matter:: 
Suggested Group Art Unit:: 
CD-ROM or CD-R?:: 
Sequence submission?:: 
Computer Readable Form (CRF)?:: 
Title:: 

Attorney Docket Number:: 
Request for Early Publication?:: 
Request for Non-Publication?:: 
Suggested Drawing Figure:: 
Total Drawing Sheets:: 
Small Entity?:: 
Petition included?:: 
Secrecy Order in Parent Appl.?:: 

Applicant Information 

Applicant Authority Type:: 
Primary Citizenship Country:: 
Status:: 
Given Name:: 
Family Name:: 
City of Residence:: 
Country of Residence:: 
Street of mailing address:: 
City of mailing address:: 
Country of mailing address:: 



Regular 

Utility 

N/A 

None 

None 

No 

METHOD OF AND APPARATUS FOR 

PREVENTING SHIFTS OF REFERENCE 

POSITIONS OF FRICTION CLUTCHES 

3191/0N075US0 

No 

No 

Fig. 1 

2 

No 
No 
No 



Inventor 

Germany 

Full Capacity 

Thomas 

Eggert 

Karlsruhe 

Germany 

Karl-Wilhelm-Strasse 1 a 

Karlsruhe 

Germany 



Paae # 1 



Postal or Zip Code of mailing address:: 76131 



Applicant Authority Type:: 
Primary Citizenship Country:: 
Status:: 
Given Name:: 
Family Name:: 
City of Residence:: 
Country of Residence:: 
Street of mailing address:: 
City of mailing address:: 
Country of mailing address:: 



Inventor 

Germany 

Full Capacity 

Jens 

Martin 

Ottersweier 

Germany 

Hubstrasse 67 

Ottersweier 

Germany 



Postal or Zip Code of mailing address:: 77833 

Correspondence Information 

Correspondence Customer Number:: 07278 

Representative Information 

Representative Customer Number:: 07278 



Foreign Priority Information 



Country:: 


Application number:: 


FilingDate:: 


Priority Claimed:: 


Germany 


102 43 501.4 


09/19/02 


Yes 



Assignee Information 

Assignee name:: LuK Lamellen und Kupplungsbau 

Beteiligungs KG. 

Street of mailing address:: Industriestrasse 3 

City of mailing address:: Buhl 

Country of mailing address:: Germany 

Postal or Zip Code of mailing address:: 7781 5 
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Initial 09/17/03 



